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**CUSTOMER DRAWING FOR REFERANCE ONLY, SAMPLES APPROVAL ARE REQUIRED!!
SPECIFICATIONS:
= = ]| O | E CURRENT RATING: 7A AC. DC ORDER INFORMATION:
VOLTAGE RATING: 250V AC. Maximum MCp0O1—PXXT
TEMPERATURE RANGE: —40'C ~ +105°C MC: WAFER ~SERIES, WAFER
CONTACT RESISTANCE: INITIAL VALUE / 10 MOHM MAX. g’of”s%?mg%omm
5 AFTER ENVIRONMENTAL TESTING / 20 MOHM MAX. 5. B TVPE. STRAIGH TYPE
INSULATION RESISTANCE: 5000 MOHM MIN. e Mo OF CONTACTS
WITHSTANDING VOLTAGE: 1500V AC / minute T PLATING. TIN PLATING
APPLICABLE PC BOARD THICKNESS: 1.60 mm : ’
A MATERIAL: NYLON, UL94V-2
5.08 1.14 PART NO.  |cIRourTs |-2ZMENSIN
MCp001-PO2T | 1X2 5.08 | 9.91
/) [ /) - A 1 A MCp001-PO3T | 1X3 [10.16[14.99
MCp0O01-PO4T | 1X4 [15.24]20.07
MCp001-POST | 1X5 [20.32|25.15
- MCp001—PO6T | 1X6 |25.40/30.23
53] MCp001-PO7T| 1X7 |30.48]35.31
e MCpOO1-POBT | 1X8 |35.5640.39
- MCpO01-PO9T | 1X9 |40.64|45.47
S MCpOO1-P10T | 1X10 |45.72/50.55
— MCpOO1-P11T| 1X11 [50.80|60.71
MCpOO1-P12T| 1X12 [55.88]65.79
= MCpO01—P13T| 1X13 |60.96|70.87
3 L MCpOOT—P14T| 1X14 |66.04]75.95
- MCpO01—P15T | 1X15 |71.12/81.03
ﬁ MCpOO1-P16T| 1X16 |76.20/86.11
|| L | | || L MCpOO1-P17T| 1X17 [81.28/91.19
— ~ i — — — MCp001—P18T | 1X18_|86.3696.27
MCpOO1-P19T | 1X19 [91.441101.35
MCp001-P20T | 1X20 [96.52[106.43
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